
2"

FIELD VERIFY RAFTER
SPACING AND BUILD
HATCH TO MATCH

12" 12"

OPENING TO BE 36" LONG,
WIDTH TO MATCH EXISTING
SPACE BETWEEN RAFTERS.
FABRICATE HATCH 40"  LONG x
WIDTH OF OPENING + 4".

3/4" PLYWOOD HATCH, WRAP
WITH SHEET METAL TO MATCH ROOFING

PIANO HINGE
SHEET METAL FLASHING

NEW ROOFING OVER UNDERLAYMENT

FOAM GASKET

PROVIDE 2 HOOK
AND EYE LATCHES

PROVIDE CHAIN AT LOW END
OF OPENING TO LIMIT

HATCH FROM OPENING
FAR ENOUGH TO HIT ROOF.

2x WOOD
BLOCKING

NEW 5/8" PLYWD.

EXISTING
BOARD
SHEATHING

4"

4"

8" x 8" FLAG POLE

SEALANT

CAP FLASHING WITH DRIP
FLASHING TO MATCH ROOF

SHEET METAL ROOFING
OVER UNDERLAYMENT

NEW 5/8" PLYWOOD
EXISTING T&G SHEATHING

EXISTING WOOD FLAG POLE
THROUGH ROOF

PERFORM ALL REPAIRS AND PAINTING OF
POLE BEFORE INSTALLING NEW ROOF
FLASHING.

3
A500

2
A500

RESTORE FLAG POLE PER NOTE 6/A200

NEW LIGHT FIXTURE AND WIRING
PER NOTE 9/A200NEW ROOFING PER NOTES 1&2/A200

EXISTING FLAG
POLE BRACING

EXISTING BRICK
TOWER WALLS

REMOVE EXISTING WALK BOARDS. PROVIDE NEW P.T. 2x12
PLATFORM, SUPPORT ENDS OF BOARDS ON P.T. 2x6
LEDGERS FASTENED TO BRICK WITH (3) 1/2"Ø GALVANIZED
THREADED RODS SET IN BRICK WITH EPOXY, WITH
GALVANIZED WASHERS AND NUTS.

INSTALL MILLER MODEL RA41 PERMANENT
FALL PROTECTION ANCHOR OR EQUAL

8'-6"±

City of Negaunee
Fire Station Roof Replacement

Negaunee, Michigan
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SCALE:
Hose Tower Section

1/2" = 1'-0
1

A500

SCALE:
Roof Hatch Detail

3" = 1'-0
2

A500 SCALE:

Flag Pole
Flashing Detail

3" = 1'-0
3
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